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Overview of new Features in winLIFE 2026

 Calculation Method

— new calculation method implemented according to the FKM guideline, non-linear (with Pgay)
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« Tools
— Split load file (load distribution) by area (so far, only continuous angles have been possible)
Range column :  From To Count of ranges : Value column :
Load file : © Range
D:temp*Lastaufteilen_Bereich tat 3 -4203.5 1079.75 10 4
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 ViewerdwinLIFE

— Calculation method for welded notch stress: Application of the R1 concept with automatic search

for nodes on the equivalent radii Rx

R1_Radius Recognition *
-
Minirmum 0.5
Maximum 2
Grenzwinkel 20|
« 0K K Cancel

— Support for the winLIFE method non-linear for op2 files with multiple load cases
B Use FE - Interface:
Mx, NASTRAN (dat/op2) v
B Nonlinear Stat 1 End 10 Step 1
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* FE Interface

ANSYS results with load cases as sub-load cases can be read in the viewer
— Nx, NASTRAN (dat/op2) nonlinear

— OP2files in Adina format

e Others

winLIFE Example 46 created for recalculation of FKM Example 2.7.1 non-linear

— Graphs showing, for example, loading can Load
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be moved continuously to the left or right

by holding down the Ctrl + < or > keys.

— Theoretical section on the application of

Load

modal superposition included in winLIFE
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« fixed bugs — small things

— Menu bar corrected for FKM projects. The Calculation menu item was missing when
standard winLIFE projects were closed.

— In FKM projects, elongation at break A could not be changed.

— The residual stress factor field now receives the current value after an residual stress
selection.

— Itis now possible to display a very long load curve in the diagram without interruptions, i.e.
without missing values.

— HotSpot stresses for QuickCheck welded, are always created

— n‘is now always updated in the interface

— Unnecessary load case number hidden during LST import.

— Simple entry of the same FE force when importing into winLIFE-LST.

— Examples and videos revised.
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